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for inspection of individual bridges or
classes and types of bridges.

(b) The bridge inspection procedures
shall be as specified by a railroad
bridge engineer who is designated as
responsible for the conduct and review
of the inspections. The inspection pro-
cedures shall incorporate the methods,
means of access, and level of detail to
be recorded for the various components
of that bridge or class of bridges.

(c) The bridge inspection procedures
shall ensure that the level of detail and
the inspection procedures are appro-
priate to: the configuration of the
bridge; conditions found during pre-
vious inspections; the nature of the
railroad traffic moved over the bridge
(including equipment weights, train
frequency and length, levels of pas-
senger and hazardous materials traf-
fic); and vulnerability of the bridge to
damage.

(d) The bridge inspection procedures
shall be designed to detect, report and
protect deterioration and deficiencies
before they present a hazard to safe
train operation.

§237.105 Special inspections.

(a) Each bridge management program
shall prescribe a procedure for protec-
tion of train operations and for inspec-
tion of any bridge that might have
been damaged by a natural or acci-
dental event, including but not limited
to a flood, fire, earthquake, derailment
or vehicular or vessel impact.

(b) Each bridge management program
shall provide for the detection of scour
or deterioration of bridge components
that are submerged, or that are subject
to water flow.

§237.107 Conduct of bridge inspec-
tions.

Bridge inspections shall be conducted
under the direct supervision of a des-
ignated railroad bridge inspector, who
shall be responsible for the accuracy of
the results and the conformity of the
inspection to the bridge management
program.

§237.109 Bridge inspection records.

(a) Each track owner to which this
part applies shall keep a record of each
inspection required to be performed on
those bridges under this part.

§237.109

(b) Each record of an inspection
under the bridge management program
prescribed in this part shall be pre-
pared from notes taken on the day(s)
the inspection is made, supplemented
with sketches and photographs as need-
ed. Such record will be dated with the
date(s) the physical inspection takes
place and the date the record is cre-
ated, and it will be signed or otherwise
certified by the person making the in-
spection.

(c) Each bridge management program
shall specify that every bridge inspec-
tion report shall include, as a min-
imum, the following information:

(1) A precise identification of the
bridge inspected;

(2) The date on which the physical in-
spection was completed;

(3) The identification and written or
electronic signature of the inspector;

(4) The type of inspection performed,
in conformance with the definitions of
inspection types in the bridge manage-
ment program;

(5) An indication on the report as to
whether any item noted thereon re-
quires expedited or critical review by a
railroad bridge engineer, and any re-
strictions placed at the time of the in-
spection;

(6) The condition of components in-
spected, which may be in a condition
reporting format prescribed in the
bridge management program, together
with any narrative descriptions nec-
essary for the correct interpretation of
the report; and

(7) When an inspection does not en-
compass the entire bridge, the portions
of the bridge which were inspected
shall be identified in the report.

(d) An initial report of each bridge
inspection shall be placed in the loca-
tion designated in the bridge manage-
ment program within 30 calendar days
of the completion of the inspection un-
less the complete inspection report is
filed first. The initial report shall in-
clude the information required by para-
graphs (¢)(1) through (c)(5) of this sec-
tion.

(e) A complete report of each bridge
inspection, including as a minimum
the information required in paragraphs
(¢)(1) through (c)(6) of this section,
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